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Summary

The previously determined life prediction analysis based on an exponential crack-velocity formula-
tion was examined using a variety of experimental data on glass and advanced structural ceramics in
constant stress rate and preload testing at ambient and elevated temperatures. The data fit to the relation
of strength versus the log of the stress rate was very reasonable for most of the materials. Also, the
preloading technique was determined equally applicable to the case of slow-crack-growth (SCG) param-
eter n > 30 for both the power-law and exponential formulations. The major limitation in the exponential
crack-velocity formulation, however, was that the inert strength of a material must be known a priori to
evaluate the important SCG parameter #, a significant drawback as compared with the conventional
power-law crack-velocity formulation.

Introduction

Advanced ceramics are candidate materials for structural applications in advanced heat engines and
heat recovery systems. The major limitation of these materials in hostile environments is slow-crack-
growth (SCG)-associated failure where slow growth of inherent microcracks, defects, or flaws can take
place until a critical size for catastrophic failure is reached. To ensure accurate life prediction of ceramic
components, it is important to accurately evaluate SCG or life prediction parameters of a material under
specified loading and environmental conditions.

Life prediction (or SCG) parameters of a material depend on what type of crack-velocity formulation
is used to determine them. The power-law crack-velocity formulation has been exclusively used for
several decades to describe the slow-crack-growth behavior of a variety of brittle materials including
glasses, glass ceramics, and advanced structural ceramics at ambient and elevated temperatures. The
notable advantage of the power-law formulation over other crack-velocity formulations is its mathemati-
cal simplicity in life-prediction-related analysis. It has also been observed that the power-law formulation
has adequately described the slow-crack-growth behavior of many brittle materials. Because of these
merits, the power-law formulation has been used in two recent ASTM test standards (refs. 1 and 2) to
determine SCG parameters of advanced ceramics in constant stress rate testing at both ambient and
elevated temperatures. Alternative crack-velocity formulations take exponential forms to account for
the influence of other phenomena (such as a corrosion reaction, diffusion control, thermal activation,
etc.). However, these exponential forms do not give simple mathematical expressions of life prediction
formulations, though the forms might better represent the actual SCG behavior of some materials.
Because of this mathematical inconvenience, the exponential crack-velocity formulation has rarely
been used for brittle materials as a means of life prediction methodology in testing or analysis.
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In part 1 of this report (ref. 3), the exponential crack-velocity formulation was used to achieve a more
convenient and simplified life prediction analysis using three widely utilized load configurations of
constant stress rate (dynamic fatigue), constant stress (static fatigue), and cyclic stress (cyclic fatigue).
The resulting analysis was compared with that of the power-law formulation to determine which formula-
tion would yield a better life prediction methodology in terms of accuracy and convenience. This report,
emphasizing experimental aspects and verifications, will describe in more detail the exponential formula-
tion with reference to the conventional power-law formulation. A variety of experimental data, deter-
mined in constant stress rate and preload testing for glasses and advanced structural ceramics at both
ambient and elevated temperatures, will be used for this purpose.

All symbols used in this report are listed in the appendix.

This work was sponsored in part by the HOT/PC and ZCET projects at the NASA Glenn Research
Center, Cleveland, Ohio.

Theoretical Background
The results of the previous SCG analysis (ref. 3) using the exponential crack-velocity formulation
will be briefly presented in this section for the case of constant stress rate loading. The companion SCG
analysis using the conventional power-law crack velocity will also be included for the purpose of com-
parison and generalization of the analysis.

Power-Law SCG Formulation

The widely utilized conventional power-law crack velocity above the fatigue limit is expressed in the
following familiar form:

n
d K
y="Lo 4l =L (1)
where
\ crack velocity
crack size
t time
K; mode I stress intensity factor

K;c mode I critical stress intensity factor (or fracture toughness)
A,n  material- and environment-dependent SCG parameters

Typically, SCG testing to determine related SCG parameters is performed by applying constant stress
rate, constant stress, or cyclic stress loading to machined test specimens. Constant stress rate testing
determines strength as a function of applied stress rate whereas constant stress and cyclic stress testing
measure time to failure as a function of applied stress. The strength as a function of applied stress rate
in constant stress rate loading can be analytically derived to give the following familiar relation (refs. 4
and 5):

1
Gf :DGA-H (2)
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where G, is the fracture stress corresponding to the applied stress rate 6. The parameter D can be
expressed as (refs. 1, 2, and 5)

D= [B(n +1)5/2 ]%’“ (3)

where S; is the inert strength whereby no slow crack growth occurs, and B = 2K~ /[A Y2(n —2)] where Y
is the crack geometry factor in the relation of K; = Yo a2 with ¢ as remote applied stress. The SCG
parameters n and D (and B or A) can be obtained by a linear regression analysis of log G versus

log ¢ with experimental data in conjunction with equation (2). Hence, it is straightforward to determine
SCG parameters n and D by least-squares fitting of the data, which is the most advantageous feature

in the power-law crack-velocity formulation. This convenience and merit in mathematical simplicity in
addition to the use of routine test techniques have led for several decades to the almost exclusive use of
the power-law crack-velocity formulation in life prediction analysis and testing for many brittle materials
over a wide range of temperatures.

Exponential SCG Formulation

Several different exponential crack velocity forms that have been proposed consider other influences
on the SCG mechanism. These include a chemically assisted corrosion reaction (ref. 6), diffusion control
(ref. 7), a thermally activated process (ref. 8), a chemical reaction with constant crack-tip configuration
(ref. 9), kinetic crack growth (ref. 10), and others (ref. 11). Taking these other factors into consideration,
the following generalized exponential crack velocity forms have thus been proposed:

e KL
v=Ae p[n(KIC ):| (4)

v:A(ﬁ exp n(ﬁ (5)
Kic | \ K1 /]
K [ (K, )]
v:A(l exp n(—l (6)
K | \ K1 /]
e )2
v=Aexp n(K—I) (7)
Ic
2
K
v= Al —L [exp| n| —L- ()
K
Ic Ic
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where A and n are SCG parameters and are different from those used in the power-law formulation.
Unlike the power-law crack-velocity formulation, none of the above exponential crack-velocity forms
yield simple, analytical expressions for either the resulting strength as a function of applied stress rate
under constant stress rate loading or the resulting time to failure as a function of applied stress in either
constant stress or cyclic stress loading. Several attempts have been made under constant stress rate and
constant stress loading to obtain corresponding lifetime expressions through numerical integration incot-
porating linear (refs. 12 and 13) or nonlinear (ref. 14) regression analysis. However, this approach still
involves complexity in regression technique as compared with the simple least-squares approach routinely
used in the power-law formulation.

Slow-crack-growth analyses of three load configurations of constant stress rate, constant stress,
and cyclic stress were made in part 1 of this report (ref. 3) to obtain simpler formulations through
numerical approaches. Little difference in SCG formulation existed among equations (4) through (6),
and equation (4) was regarded as a representative exponential crack-velocity form. Hence, equation (4)
was used exclusively in the previous analysis. To minimize the number of variables to be specified
(suchas A, a, o, S;, Kj, and 1) in the analysis it was convenient to use a normalized scheme, as used
previously for the power-law velocity formulation (refs. 15 and 16):

where

K* stress intensity factor (SIF)
T time

Cc” crack size

G applied stress

G applied stress rate

and q; is the critical crack size in the inert condition or is the initial crack size. Using these variables, the
exponential crack-velocity form (eq. (4)) was normalized as follows:

dc’ :
P (10)
dT
The corresponding normalized SIF K* in constant stress rate loading is
1
K =o'T'(C) (1

As is typical of ceramics, the crack size at instability either in an inert or fatigue environment was
assumed to be small as compared with the body of the specimens or components (i.e., an infinite-body
assumption). Equation (10) was solved numerically using a fourth-order Runge-Kutta method. The initial
condition was C* = 1.0 at T* = 0, and the instability condition was K*=1.0 and dK*/dC* > 0.

The results of numerical solution of normahzed strength o ¢ as a function of normalized stress rate
6" showed that a hnear relationship between o ¢ andIn ¢ holds for most values of n from 10 to 100
within the range o r=0. 2 to 0.9 with correlatlon coefficients 2 > 0.9970 (see fig. 1). A linear regression
analysis of oy ¢ andIn 6" inthe range of o £ =0.21t0 0.9 was obtained as follows:
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Figure 1.—Numerical solution of normalized strength o¢* as function of normalized stress
rate &* at different values of SCG parameter n using exponential crack-velocity
formulation. Determined previously in reference 3.

* 1 K]
Gf=?ln0 +B (12)

where 1/n"and B are the slope and intercept for a given n value, respectively. A relationship between
the true » (an input datum) and the apparent (calculated) n’ for n > 10 was found:

n’ =09775n +1.7384 (13)

with a correlation coefficient of 72 = 0.9995. Since the difference between n' and n was >8 percent for
n <10 and <3 percent for n = 20, a further approximation of equation (13) could be made for n > 20:

n'=n (14)
The relationship between the intercept B and n was

B =2.666(n) 2" (15)

with a correlation coefficient of 2 = 0.9973. For a nonnormalized expression, equation (9) was used to
reduce equation (12) to
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o 1 .
i
——= — Inc+ 16
Si n X ( )
or
1 .
sz ? lnG+SiX (17)
where
x= Lo 4 +B (18)
n’ ASL

The SCG parameters n' and % in constant stress rate loading were obtained from the slope and
intercept by a linear regression analysis of O or Gf/Si versus In 6 based on equation (16) or (17). With
n' thus determined, the true SCG parameter n could be evaluated from equation (13) or (14). The SCG
parameter A was determined from equation (18) together with the associated parameters. For the case of
G? > 0.4, B inequation (15) was insignificant compared with G?, with a maximum of about 7 percent at
n =20 and decreasing as n > 20, thereby being reduced to

B~0 (19)

which results in x = [In (a,/AS;)|/n. Likewise, in this case n'= n (eq. (14)).

A distinct difference in functional expression between the power-law and exponential SCG formula-
tions is that in the power-law formulation, log 6 is plotted as a function of log &, whereas in the expo-
nential formulation, Of /S, is plotted as a function of In . As a result, the knowledge of inert strength of a
material is a prerequisite in determining » in the exponential formulation (see eq. (16) or (17)), which is
not the case in the power-law formulation.

Experimental Verification and Discussion

The experimental data determined previously in constant stress rate testing for various brittle materi-
als at both ambient and elevated temperatures will be utilized to verify the exponential SCG analysis.
The constant stress rate data have been accumulated at NASA Glenn over more than a decade from a
variety of brittle materials including glasses, glass ceramics, and advanced ceramics such as aluminas
(Al,O5), silicon carbides (SiC), and both monolithic and SiC whisker-reinforced silicon nitrides (Si3N,).
Preloading data determined for alumina in constant stress rate testing at elevated temperature will also be
used to examine the appropriateness of the exponential crack-velocity form.

Constant Stress Rate Testing Data

The strength as a function of stress rate determined for three brittle materials of glass, alumina, and
glass ceramic (refs. 17 to 20) that have exhibited SCG behavior even in ambient-temperature distilled
water is shown in figure 2, where G, was plotted against In 6 based on the exponential formulation
of equation (17). The strength decreases with decreasing stress rate, indicative of SCG susceptibility,
yielding a reasonably good linearity in the relation G versus In &. The individual SCG parameters n
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Figure 2.—Strength o as function of

stress rate & in exponential crack-veloc-
ity formulation using equation (17) under
constant stress rate loading. (a) Glass
ceramic Pyroceram (Corning, Corning,
NY) in ambient distilled water for SCG
parameter n = 36.7. (b) 96-wt% alumina
in ambient distilled water for n = 61.2.
(c) Indented and annealed soda-lime
glass in ambient distilled water for

n =29.2. (d) 96-wt% alumina at 1000 °C
in air for n = 27.5.
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and  were determined from the slope and intercept by a linear regression analysis of G, versus In 6
using equation (17) together with the inert strength of each material. The resulting SCG parameters and
the correlation coefficient in regression analysis for each material are shown in table I. Figure 3 is the
power-law counterpart of figure 2 with plots of ¢, as a function of ¢ taken from equation (2). Note
that the ¢, and & scales are logarithmic. A comparison of figures 2 and 3 reveals no significant
difference in data fit between the exponential and power-law formulations. Both cases yield very reason-
able values of correlation coefficients. However, the overall data fit? seems to be slightly better for

the power-law than for the exponential formulation in view of their respective correlation coefficients,
particularly for the elevated-temperature 96-wt% alumina data (see figs. 2(d) and 3(d)).

The elevated-temperature strength as a function of stress rate for a variety of advanced ceramics, .
including aluminas, silicon nitrides, and silicon carbides (ref. 22), is summarized in figure 4, where O ¢
was plotted as a function of 6 based on equation (16). Similar to the results in figure 2, the strength
degradation with decreasing stress rate was evident for each material with the degree depending on the
type of material tested. A reasonable linearity is found between Oy /S;and In 6. The SCG parameters
determined by the linear regression analysis based on equation (16) are also shown in table I together
with those evaluated for the power-law formulation. Figure 5 is the power-law counterpart of figure 4 and
plots jS versus ¢ using equation (2). Note that the 0? and & scales are logarithmic. The difference
in data fit between the exponential and the power-law formulations was minimal, as can be seen by the
correlation coefficients in table I or by comparing figures 4 and 5. However, a notable exception to this
difference was found for 96-wt% alumina, for which the power-law formulation yielded a better result in
data fit compared with the exponential formulation.

Since the SCG parameter n in the power-law formulation is and has been used as an important mea-
sure of the SCG susceptibility of brittle materials, it is worthwhile to establish a relationship of #n in the
exponential formulation with respect to that in the power-law formulation using the data in table I.
Figure 6 shows the resulting plots of SCG parameters »n for the two formulations. Notwithstanding some
variation, there seems to exist a reasonable relationship between the two formulations as approximated in
the following relation:P

n, =0.9642n,, +12.5241 (20)

with a correlation coefficient of 72 = 0.9511. The n . and n, represent SCG parameter 7 in the
exponential and the power-law formulations, respectively. By a rule of thumb, it can be stated that #n, is
greater than n, by approximately 10.

The parameter A can be determined for the exponential and power-law formulations using equation
(18) and the B expression of equation (3), respectively. The initial crack size or the critical crack size in
the inert condition «; can be estimated using the basic relation K;~ =Y S; ail/z, assuming the crack con-
figuration to be a semicircle and the crack size to be small compared with that of the components or test
coupons (i.e., an infinite-body approach). The resulting A parameters for each material estimated for
both the exponential and power-law formulations are shown in table II. Unlike SCG parameter , there
was no definite relationship in A between the two formulations. However, the actual crack velocities at

2 The ASTM test standards (C1368 and C1465) on constant stress rate testing recommend the use of each individual strength
value and the corresponding stress rate in regression analysis to evaluate the SCG parameters. However, for a better repre-
sentation of data fit, the arithmetic mean value of individual strengths obtained at a given averaged stress rate was used in
this work for both plots and SCG parameter estimations. A previous study (ref. 21) showed that the difference in SCG
parameters for the individual data method and the arithmetic mean method was negligible.

b The AS800 silicon nitride exhibited an extraordinarily high SCG resistance with 7 > 200 so that the AS800 data were excluded
in the plot for a better representation of the remaining ordinary SCG data that are typically in the range of # =10 to 100.
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Figure 4.—Normalized strength of* as function of
stress rate ¢ in exponential crack-velocity formu-
lation using equation (16) under constant stress rate
loading at elevated temperatures in air. (a) NC132,
SN252, GN10, and NCX34 silicon nitrides; GN10
composite (SiCy,/SigNy); NC203 silicon carbide;
96-wt% alumina. (b) A2Y6, AS440, NT154, and
SNW1000 silicon nitrides; Kryptonite SiCy,/SigNy;
Hexoloy silicon carbide. (c) AS800 and N3208 silicon
nitrides; AD998 alumina.

NASA/TM—2002-211153/PART2

1.5 —
*k
& 10—
= 09 -
‘é; 8.8 —
7 —
£ o6
2]
- 05 -
&
= 0.4 —
% 03 GN10 compasite
> NCX34
v ¥ Alumina
oo @1 I | | T T
10-2 100 102 104 106
Stress rate, o, MPa/sec
15 —
*k
=]
s 10—
o 09+
§ 0.8 —
w 07
T 06 O A2YS
g O AS440
5 05 - NT154
£ O Kryptonite
S 0.4 — Hexoloy
=z : ¥ SNW1000
b
S N T T N N B R
10-2 100 102 104 106
Stress rate, o, MPa/sec
1.5 —
*k
=]
= 1.0 —
o 09
§ 0.8
w 07
g 0.6 —
S 05+ ® AS800
E N3208
o 0.4 — AD998
=z
LG T S O T

0.3
104 102 100 102 104 106
Stress rate, o, MPa/sec

Figure 5.—Normalized strength of* as function of
stress rate ¢ in power-law crack-velocity formula-
tion using equation (2) under constant stress rate
loading at elevated temperatures in air. (a) NC132,
SN252, GN10, and NCX34 silicon nitrides; GN10
composite (SiCy,/SigN4); NC203 silicon carbide;
96-wt% alumina. (b) A2Y6, AS440, NT154, and
SNW1000 silicon nitrides; Kryptonite SiCy,/SigNy;
Hexoloy silicon carbide. (c) AS800 and N3208
silicon nitrides; AD998 alumina.



“seyrsoduos PNFIS/“OTS ore yuojdAry] pue ayisodwos PNFIS 0TND),
‘sjuomtradxe unse) a1mjory JsejenIn pue NS SNOLERA Wolj pafidurod fiom snoradld jo s)nsal sjuasardal 77 20UaIafay,
"JURTOYJR00 UOTIB[ALI0D JO 21enbs sayeorpur 2
"puooas 1od sreosedeSow ur el ssoxs pue sjeosedeSour ul ISUSNS JO SUUN YUIM PIUTUWLIDIP 1M X PUR (7 SI9)oUIRIR],
“(7 pue ‘X ‘¢ Sunernored Ul pasn seam [[ 2[qe) Ut pasy ySuans MU,
‘0D ‘UaPIoD ‘s1000) ‘{661 ‘AUBULION
TID-12Aed ‘QOTEN AN ‘SR BIeSeIN ‘SOTIRID) PROUBAPY URQON-UIES ‘A0T0xo[] ‘ueder “00) s[eommay)) 29 STe1oIA Ueder ‘1uo)dATY ([N ‘UMOISTION ‘TeuSISPTTVY
‘OPPSV VI ‘Wemem ‘SO1I0NRIoqe T 41O ‘000TMNS PUE 9TV VD “00uLIO], TeUSISPITY ‘008SV Pt ‘9)1s0diwiod OIND ‘0IND VA TISOI0M “0D) UOJION
“YEXON Pue ¢0ZDON ‘ueder “d1oD) BI000AY ‘ZSTNS (VI ‘OIOQUIION] ‘SOTUIRIIY) PAOUBAPY UOMON ‘¢STIN PUB ZEIDN AN ‘Suruio)) ‘Sumio)) ‘(omuerdd sse[3) weladolkd,

A YL66 0eLl 9'1¢ 9666 OTLS 8'1¢ € 0001 S0V 8660V
wor6 SLSY VLl 9606 ceor £6C € 00T "NETS 80TEN
120§ 009 0'11¢C 8¢S VYLIO 0°0€C 14 00¢CI "NFTS 008SV
0LE6 6'vIS 0'9v 6LY6 6C9L 08¢ 14 00¢T "NETS 000T MN'S
66 L'68C 8'IL €886° 8¢E8’ I'18 14 ILel D1s LofoxeH
°8LO L08Y §Le €96 L8IL Loy 14 00¢CI %HEEQQM
1896 8099 8¢Sy 8996° 0LEY s 14 00¢CI "NETS $STIN
1566 1'80¢ 9vC 0686 1999 6'¢ce 14 00T "NETS OV 7SV
6516 801v 9'CC £V86° 6168 ree 14 00¢CI "NETS 9ATV
1966 L'8CI V'L 14773 sor I'91 9 0001 SOV %IM-96
1966 L'80§ 86l 166 1o '8¢ 9 00¢CI "NETS $EXON
Jysoduod
Y066 6’891 9vC 8966° c0LY v'ie S 00¢T "NFTS OTND
6816’ 9°¢Ss ey 686 16§L s S 00¢T "NFTS OTND
C8L6 [4%:1% gIe 1186 cles ov 9 00¢T OIS €0TON
8TC6’ 8'cey Loy 0S16° SCLY 123 € ILel YNETS TSTNS
(4 0686 07C9¢ 86l €086° 6L8S le L 00T "NETS TETON
1< €66’ 1A €8 7986 818¢ §LT S 0001 SOMV %I-96
(poreouue
0¢ 8696’ 016 el 8666 [4:3%°) 6T S JuIquiy ‘pAYUPUT) SSB[D)
6l €066’ el 891 786 668L 19 L JuIquiy SOMV %I-96
81 65660 8681 1'0¢ LS66°0 Tre90 L'9¢ 9 JuRIquiy WEeIN0IA]

o a u o x u
nuco«oﬁuoo R %53883 h_unESmm nuco«oﬁuoo R h_unESmm h_unESmm SRl Ssans
uoneauon DOS DOS uoneauon DOS DOS Jo 2.
MB[ JoMOJ renuauodxy JoquunN ‘ormyeraduia],
QOUIRYY UOT)R[NULIO] SUOT)IPUOD JSQ], CTBLIRIAL

['pasn rerorew Jo 2d£ uo Surpuadop

0€ 01 07 0 dn o 01 ¢ WwoiT A[Teo1dK) patIeA )BT SSANS Yora 18 PAISA) suatpads Jo JoquinN
“(ernxory 1u10d-Inoy un) 171D PUR ‘SOPTD ‘§9€1D INLSY WM 20UBPIOdOR Ul a1om A[[eotd&) spoau 15 ]

SNOILLVININIOd ALIDOTHAMDVED MV T-dHMOd ANV "TVILNANOdXH DNIS( STVIIHLVIN
ATLLRIE SNORIVA O LI VIVA A0 SINAIDLIHOD NOLLY THRIRIOD ANV SYALAAVIVA (D0S) HLAOID-MIVID-MOTS 0 AAVINANNS—TH T4V

10

NASA/TM—2002-211153/PART2



TABLE II—SUMMARY OF SLOW-CRACK-GROWTH (SCG) PARAMETER A FOR VARIOUS

BRITTLE MATERIALS USING EXPONENTIAL AND
POWER-LAW CRACK-VELOCITY FORMULATIONS

[Data were obtained from previous experimental

work (refs. 18 to 22).]

Material Test temperature, | Fracture toughness,” Inert SCG parameter A,
°'C K, strength,b m/s
Mpa m'? Si, Formulation
MPa Exponential [ Power law

Pyroceram Ambient 2.4 303 3.04x1077 | 0.01
(glass ceramic)
96-wt% AlO; Ambient 3.4 295 5.23x107% A7
Glass (indented, Ambient T 140 1.79x107% .01
annealed)
96 Wt% Al,O5 1000 3.4 344 178107 | 1.87x107°
NC132 SisN, 1100 4.6 1018 1.18x107%° 01
SN252 SisN, 1371 7.4 648 2.29x10% | 5.15
NC203 SiC 1300 4.0 655 2.23x1072° | 3.16
GN10 Si;N, 1300 5.2 732 8.16x107% 02
GN10 SisN, 1300 5.2 698 1.29x107% | 3.70x107
composite®
NCX34 Si;N, 1200 6.9 805 241x107° | 2.36x107°
96 Wt% Al,O5 1000 3.4 344 1.14x107° | 2.61x107°
A2Y6 SizN, 1200 7.3 701 8.68x10716 08
AS440 SizN, 1100 7.3 773 3.73x107"7 01
NT154 SisN, 1200 5.5 793 1.10x107% | 5.13x10™
Kryptonite® 1200 6.6 667 7.45x107% 08
Hexoloy® SiC 1371 2.4 335 2.23x107Y 03
SNW 1000 SisN, 1300 6.3 678 1.47x107% 09
AS800 Si;N, 1200 7.2 659 439%107%° | 1.00x107*
N3208 SisN, 1100 53 951 3.90x107 04
AD998 Al,O; 1000 4.7 303 2.21x107% 45

*SEPB (single edge precracked beam) technique was used in fracture toughness evaluation in accordance with

ASTM C1421.

PInert strength was determined in four-point flexure at ambient temperature in oil for SCG-susceptible materials
(glass, glass ceramic, and alumina) and in air for SCG-insensitive materials (including most silicon nitrides
and silicon carbides). Previous studies on ultrafast strength behavior of various advanced ceramics at elevated
temperatures showed that strength at ultrafast test rates of 10* to 10° MPa/s converged and was close to
ambient-temperature inert counterparts (e.g., ref. 22). Consequently, as close approximation, room-
temperature inert strength was used as elevated-temperature inert strength in evaluating parameter A.

“GN10 Si3N,4 composite and Kryptonite (JMC New Materials, Inc., Japan) are SiC,/SizN, composites.

4Saint-Gobain Advanced Ceramics, Niagara Falls, NY.
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a given stress intensity factor for each formulation seem to be similar, as can be seen from some typical
examples in figure 7. Each crack velocity for a given K;/K -~ was calculated using A and n from its
respective crack-velocity formula, equation (4) for the exponential formulation, and equation (1) for the
power-law formulation.

Preload Analysis and Data

To save test time, a certain amount of preload can be applied to the test specimen quickly prior to
testing (see fig. 8) as long as the strength with preload does not differ from the strength with zero preload.
A preloading or accelerated testing technique has previously been developed to save test time in constant
stress rate testing at both ambient and elevated temperatures (refs. 23 and 24). The solutions, based on
the power-law crack-velocity formulation, had been verified by constant stress rate testing using a variety
of materials such as glass, glass ceramic, aluminas, silicon carbides, and silicon nitrides at ambient and
elevated temperatures. This accelerated test technique has also been adopted in ASTM test standards
C1368 and C1468 for constant stress rate testing for advanced ceramics. The resulting equation of
strength as a function of preload is expressed as (refs. 23 and 24)

1
G;, = (l + ocgjl)/”l (21)

where G*p, is the normalized preload strength in which fatigue strength with preload is normalized

with respect to fatigue strength with zero preload, and 0Ly is the preloading factor (0 < 0, <1)in

which applied preload stress is normalized with respect to fatigue strength with zero preload. Note that
equation (21) is valid for a given n regardless of applied stress rate. The resulting plots of equation (21)
for various values of n are shown in figure 9. For most glass and advanced ceramics, the values of n are
typically >20. In this case, the application of a preload corresponding to 90 percent (Otp, =0.9) of zero-

*

preload strength results in a maximum strength increase of only 0.5 percent (6, < 1.005). This 90-

percent preload gives rise to a 90-percent savings in test time, which illustrates the dramatic savings of
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Figure 8.—Modes of loading applied in constant stress rate testing. (a) No preload
(conventional testing). (b) Preload (developed, accelerated testing).

test time as a result of preloading. Likewise, an 80-percent preload gives an 80-percent savings in test
time with a strength difference of only 0.04 percent (G;, =1.0004), and this trend continues. Detailed
analysis, experiments, and other important features regarding the preloading technique can be found else-
where (refs. 18 and 23 to 26).

Similar to the results shown in figure 9, normalized preload strength as a function of preload was
determined for the exponential formulation. Because of the typical functional complexity of the exponen-
tial formulation, no closed-form solution similar to equation (21) was available other than a numerical
solution. The solution of strength as a function of preload was determined at two or three different stress
rates for a given SCG parameter z. The values of n ranged from 10 to 70. The stress rates for a given n
were chosen such that the corresponding strengths were about 90 percent (for higher stress rates) and 30
to 50 percent (for lower stress rates) of inert strength based on the previous SCG analysis (such as fig. 1)
in constant stress rate loading. The results of the preloading analysis for the exponential formulation
showed that contrary to the case for the power-law formulation (fig. 9), the normalized preload strength
for a given n depends not only on preload but also on stress rate. For a given 7, the normalized preload
strength increased with decreasing applied stress rate, presumably attributed to the augmented SCG. For
higher values of n > 30, such a normalized preload strength dependency on stress rate became negligible.
Hence, the use of normalized preload strength determined at lower stress rates would be preferred for a
conservative estimation as well as for simplicity.

The resulting plots thus simplified are shown in figure 10. For example, a preload corresponding to
90 percent (ocp: 0.9) of zero-preload strength, which is a maximum preload that can be applied to a few
materials in actual testing, results in a strength increase of 3.5, 1.7, 1.1, 0.5, 0.3, and 0.1 percent for
n =20, 30, 40, 50, 60, and 70, respectively. In comparison, the power-law formulation results in strength
increases of 2.5, 0.5, 0.1, and < 0.03 percent for n = 10, 20, 30, and > 40, respectively. Note that the n
values used in this comparison were approximately equivalent to each other based on the relation of
equation (20). Therefore, compared with the power-law counterpart, the exponential formulation slightly
overestimates preload strength, particularly for lower values of n < 30. For the case of n > 30, the differ-
ence in normalized preload strength between the power-law and exponential formulations is practically
insignificant.

As mentioned in the foregoing preload analysis, the difference in normalized preload strength
between the two formulations was negligible for n > 30 whereas the difference was amplified for n < 20.
Hence, the verification of the preload analysis would be evident if data from a material showing signifi-
cant susceptibility to SCG, n < 20, are used. This is the case for 96-wt% alumina tested at 1000 °C in
air (ref. 24). This material exhibited an extraordinary SCG susceptibility with n = 16.1 and 7.4 for the
exponential and power-law formulations, respectively, as seen in table I and figures 4 and 5. Figure 11
depicts the results of fracture stress as a function of preload for 96-wt% alumina determined at stress rates
of 0.333 and 0.033 MPa/s (ref. 24). The exact solution (theoretical prediction) of strength as a function of
preload was also included for both the exponential and power-law formulations. As seen from the figure,
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the power-law prediction is in far better agreement with the data than the exponential formulation at either
0.33 or 0.03 MPa/s. The predicted strength increases at o, .= 0.9 were about 8 and 4 percent, respec-
tively, for the exponential and power-law formulations. This preload result indicates that the overall
slow-crack-growth behavior of a material can be better described by the power-law crack velocity, noting
again that the preload analysis is simply an extension of the general SCG analysis using a particular
crack-velocity form. As a consequence, the preloading technique can be used not only as a time-saving
technique during testing but also as a tool in validating the appropriateness of a crack-velocity form used
in life prediction analysis. Recently, the preloading technique has been used to pinpoint possible govern-
ing failure mechanisms of various ceramic matrix composites tested in tension at elevated temperatures
(ref. 27).

The applicability of the preloading technique in the power-law formulation is attributed to the long
incubation time of an initial crack, typical of most brittle materials with n > 20 (ref. 23). In other words,
the initial crack starts to grow at close to failure time after a long incubation time. Figure 12 shows a
typical example of crack growth as a function of time during constant stress rate testing for # = 30 at four
stress rates (6= 10, 107, 10%, and 10!1) in the exponential formulation. The crack growth, regardless of
stress rate, is exemplified by the unique feature that most of crack growth takes place very close to failure
and results from the long incubation time of an initial crack. Hence, the unique feature of a long incuba-
tion time for an initial crack is thus equally characterized for both the exponential and power-law SCG
formulations. This feature is the reason why the difference in normalized preload strength as a function of
preload between the two formulations diminished with increasing SCG resistance for the case of #n 2 30.

Conclusions

Based on the comparison of exponential and power-law formulation analyses of the slow crack
growth (SCQ) of selected ceramics under constant stress rate loading, the following conclusions were
made:

1. The data fit to the relation strength as a function of stress rate (G, versus In 6) in the exponential
crack-velocity formulation was very reasonable for most of the materials studied. The most notable
exception was 96-wt% alumina at elevated temperature. However, one has to know the inert strength
of a material a priori to evaluate the important SCG parameter n, whereas in the power-law formulation
inert strength need not be known.

2. The preloading technique was equally applicable in both formulations for the case of n > 30.
However, for the lower n value of n < 20, in which significant SCG occurs, the preload data were not
in good agreement with the theoretical prediction in the exponential formulation as compared with the
power-law formulation.

3. The data fit and applicability of the preloading technique for n > 30 were similar for both formula-
tions. However, a priori knowledge of the inert strength of a material to evaluate the SCG parameter #n is
a requirement of the exponential formulation. Also, the exponential formulation involves a more complex
analysis not only for the estimation of SCG parameters but also for the life prediction of structural com-
ponents. These attributes make the power-law formulation a far more preferable choice than the exponen-
tial formulation for analysis during constant stress rate loading.
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Appendix—Symbols

A slow-crack-growth parameter defined in equations (1) and (4)
a crack size

B slow-crack-growth parameter, B = 2K~ /[AY 2(n -2

C crack size in the normalized scheme of references 15 and 16
D slow-crack-growth parameter defined in equation (3)

K stress intensity factor

n slow-crack-growth parameter defined in equations (1) and (4)
r? correlation coefficient

S strength

T time in the normalized scheme of references 15 and 16

t time

\ crack velocity

Y crack geometry factor

o factor from equation (21)

B intercept of curve in linear regression analysis equation (12)
o applied stress

) applied stress rate

X slow-crack-growth parameter defined in equation (18)
Subscripts:

C critical

e exponential formulation
S/ fracture

1 mode [

NASA/TM—2002-211153/PART2 17



i inert or initial condition

p power-law formulation
pr preload

Superscripts:

* normalized

'

apparent (calculated)
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